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Abstract :
The adsorption processes of Cr(VI) from aqueous solution onto a granular activated
carbon (GAC) and a modified granular activated carbon (MGAC) with AgNNO3, FeCL3
and Na2EDTA have been investigated. The surface characteristics of these activated
carbons were measured. The results showed that the MGAC has a lower surface area and
more active functional groups compared with the GAC. Adsorption parameters such as
adsorbent dosage, pH of solution, temperature and contact time of the adsorption onto
GAC and MGAC have been investigated in a batch adsorption experiments in order to
obtain the optimum conditions for the Cr(VI) adsorption process. Thermodynamic
modeling using temperatures studies was done to reveal the nature of adsorption which
indicated that the process was spontaneous and physical in nature. Experimental
equilibrium data have been obtained and correlated with Langmuir and Freundlich
isotherms for the determination of the adsorption potential. The results have shown that the
Langmuir isotherm model better fits the experimental data compared with the Freundlich
isotherm for both GAC and MGAC. It was found that the MGAC has a higher Cr(VI)
adsorption capacity (qm), with 11.082, 14.214, 25.842, 25.842 mg/g for GAC, (Ag+1-GAC),
(Na+1-GAC) and (Fe+3-GAC) respectively. The breakthrough curves for the adsorption
column test was obtained in a continuous adsorption fixed-bed experiment, The measured
breakthrough times for GAC, (Ag+1-GAC), (Na+1-GAC) and (Fe+3-GAC) were found to be
10, 30, 40 and 60 min, respectively.
Keywords: Adsorption, GAC, MGAC, Cr (VI), FTIR, Batch system, Fixed-bed system.
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ﺗطوﯾر اﻟﻛﺎرﺑون اﻟﻣﻧﺷط اﻟﺣﺑﯾﺑﻲ وﺗﺄﺛﯾر ذﻟك ﻋﻠﻰ إزاﻟﺔ اﻟﻛروم اﻟﺳداﺳﻲ ﻣن اﻟﻣﺣﻠول
اﻟﻣﻠوث ﺑﺎﺳﺗﺧدام أﻧظﻣﺔ اﻟدﻓﻌﺔ اﻟواﺣدة واﻟﻣﺳﺗﻣرة
ﻣﮭﻨﺪس .ﻓﺮح ﻓﯿﺼﻞ ﻣﺤﺴﻦ
م .ھﺎدي ﻏﺎﻟﻲ ﻋﻄﯿﺔ
م .د .أﺣﻤﺪ ﺣﺴﻮن ﻋﻠﻲ
ﻗﺴﻢ ھﻨﺪﺳﺔ اﻟﺒﯿﺌﺔ /ﻛﻠﯿﺔ اﻟﮭﻨﺪﺳﺔ /اﻟﺠﺎﻣﻌﺔ اﻟﻤﺴﺘﻨﺼﺮﯾﺔ
ﺑﺮﺑﺪ اﻟﻜﺘﺮوﻧﻲahmedhassoon_2021@yahoo.com :

اﻟﺧﻼﺻﺔ :
ﺗﻨﺎول ھﺬا اﻟﺒﺤﺚ ﻋﻤﻠﯿﺔ اﻻﻣﺘﺰاز ﻟﻠﻜﺮوم اﻟﺴﺪاﺳﻲ ﺑﺎﺳﺘﺨﺪام اﻟﻜﺎرﺑﻮن اﻟﻤﻨﺸﻂ اﻟﺤﺒﯿﺒﻲ واﻟﻜﺎرﺑﻮن اﻟﻤﻨﺸﻂ اﻟﺤﺒﯿﺒﻲ
اﻟﻤﻌﺎﻣﻞ ﻛﯿﻤﺎوﯾﺎ ﺑﺎﺳﺘﺨﺪام  .AgNNO3, FeCL3 ,Na2EDTAﺗﻢ ﻗﯿﺎس اﻟﺨﻮاص اﻟﺴﻄﺤﯿﺔ ﻷﻧﻮاع اﻟﻜﺎرﺑﻮن اﻟﻤﻨﺸﻂ
ﺑﻨﻮﻋﯿﺔ اﻻﻋﺘﯿﺎدي واﻟﻤﻄﻮر .ﺑﯿﻨﺖ اﻟﻨﺘﺎﺋﺞ أن اﻟﻜﺎرﺑﻮن اﻟﻤﻨﺸﻂ اﻟﺤﺒﯿﺒﻲ اﻟﻤﻄﻮر ) (MGACﯾﻤﺘﻠﻚ ﻣﺴﺎﺣﺔ ﺳﻄﺤﯿﺔ أﻗﻞ
وﻣﺠﺎﻣﯿﻊ ﻓﻌﺎﻟﮫ أﻛﺜﺮ ﻧﺸﺎطﺎ َ  .ﻣﺤﺪدات اﻻﻣﺘﺰاز ﻣﺜﻞ ﺟﺮع اﻟﻤﺎدة اﻟﻤﺎزه ،درﺟﺔ ﺣﻤﻮﺿﺔ اﻟﺴﺎﺋﻞ ،درﺟﺔ اﻟﺤﺮارة و وﻗﺖ
اﻟﺘﻼﻣﺲ ﺑﺎﺳﺘﺨﺪام ) (GACو ) (MGACﺗﻢ دراﺳﺘﮭﺎ ﺑﺘﺠﺎرب اﻻﻣﺘﺰاز ذو اﻟﺪﻓﻌﺔ اﻟﻮاﺣﺪة ﻟﻠﺤﺼﻮل ﻋﻠﻰ أﻓﻀﻞ اﻟﻈﺮوف
ﻟﻌﻤﻠﯿﺔ اﻣﺘﺰاز اﻟﻜﺮوم اﻟﺴﺪاﺳﻲ .ﻣﻮدﯾﻞ اﻟﺜﺮﻣﻮداﯾﻨﻤﻚ ﺑﺎﺳﺘﺨﺪام ﺗﺠﺎرب درﺟﺔ اﻟﺤﺮارة ﺗﻢ إﻧﺠﺎزھﺎ ﻹﯾﺠﺎد وﺗﺤﺪﯾﺪ ﻧﻮﻋﯿﺔ
ﻋﻤﻠﯿﺔ اﻻﻣﺘﺰاز ﻓﻮﺟﺪ أﻧﮭﺎ ﻣﻦ ﻧﻮع اﻟﺘﻔﺎﻋﻼت اﻟﺘﻠﻘﺎﺋﯿﺔ واﻟﻔﯿﺰﯾﺎﺋﯿﺔ ﺑﻄﺒﯿﻌﺘﮭﺎ .ﺑﯿﺎﻧﺎت ﺗﺠﺎرب اﻟﺘﻮازن ﺗﻢ أﯾﺠﺎدھﺎ وﺗﻢ رﺑﻄﮭﺎ
ﺑﺎﺳﺘﺨﺪام ﻣﻮدﯾﻼت ﻵﻧﻜ َﻤﯿﺮ وﻓﺮﯾﻨﺪﻟﺞ .اﻟﻨﺘﺎﺋﺞ أظﮭﺮت أن ﻣﻮدﯾﻞ ﻵﻧﻜ َﻤﯿﺮ ﯾﺤﻘﻖ أﻓﻀﻞ ﺗﻮاﻓﻖ ﻣﻊ اﻟﻨﺘﺎﺋﺞ اﻟﻌﻤﻠﯿﺔ ﺑﺎﻟﻤﻘﺎرﻧﺔ
ﻣﻊ ﻣﻮدﯾﻞ ﻓﺮﯾﻨﺪﻟﺞ ﻟﻜﻼ اﻟﻨﻮﻋﯿﻦ ،اﻟﻜﺎرﺑﻮن اﻟﻤﻨﺸﻂ اﻟﺤﺒﯿﺒﻲ واﻟﻤﻄﻮر .وﺗﻢ اﺳﺘﻨﺘﺎج أن اﻟﻜﺎرﺑﻮن اﻟﻤﻨﺸﻂ اﻟﺤﺒﯿﺒﻲ اﻟﻤﻄﻮر
ﯾﻤﺘﻠﻚ ﺳﻌﮫ اﻣﺘﺰاز أﻛﺒﺮ ﻟﻠﻜﺮوم اﻟﺴﺪاﺳﻲ وﻛﺎﻟﺘﺎﻟﻲ  35.461, 25.842, 14.214, 11.082:ﻣﻠﻐﻢ/ﻏﻢ ﻟﻜﻞ ﻣﻦ ،GAC
 Fe+3-GAC ،Na+1-GAC ،Ag+1-GACﻋﻠﻰ اﻟﺘﻮاﻟﻲ .ﺗﻢ اﻟﺤﺼﻮل ﻋﻠﻰ ﻣﻨﺤﻨﯿﺎت اﻻﻧﻜﺴﺎر ﻣﻦ اﻟﺘﺠﺎرب ذات اﻟﻨﻤﻂ
اﻟﻤﺴﺘﻤﺮ ﻋﻠﻰ ﻋﻤﻮد اﻻﻣﺘﺰاز اﻟﺜﺎﺑﺖ .ﺗﻢ إﯾﺠﺎد أوﻗﺎت اﻻﻧﻜﺴﺎر اﻟﻤﻘﺎﺳﺔ ﻟﻜﻞ ﻣﻦ ،Na+1-GAC ،Ag+1-GAC ،GAC
 Fe+3-GACﻟﺘﻜﻮن  60 ،40 ،30 ،10دﻗﯿﻘﺔ ﻋﻠﻰ اﻟﺘﻮاﻟﻲ.
ﻛﻠﻤﺎت داﻟﺔ  :اﻻﻣﺘﺰاز ،اﻟﻜﺎرﺑﻮن اﻟﻤﻨﺸﻂ اﻟﺤﺒﯿﺒﻲ ،اﻟﻜﺎرﺑﻮن اﻟﻤﻨﺸﻂ اﻟﺤﺒﯿﺒﻲ اﻟﻤﻄﻮر ،اﻟﻜﺮوم اﻟﺴﺪاﺳﻲ ،ﻧﻈﺎم اﻟﺪﻓﻌﺔ
اﻟﻤﺘﻘﻄﻌﺔ ،ﻧﻈﺎم اﻟﺪﻓﻌﺔ اﻟﻤﺴﺘﻤﺮة.

1. Introduction
Water pollution by chromium is due to both, natural sources and manmade activities.
Chromium is found in rocks, animals, plants, soils and in volcanic dusts and gases [1]. With
the rapid development of the galvanization industry in the world, the amount of hexavalent
chromium Cr(VI) containing wastewater generated by the industry has increased
dramatically. Due to its high solubility and toxicity to living organisms, Cr(VI) containing
wastewater has been classified as a top-priority toxic pollutant by the united state
environmental protection agency (USEPA), as well as the world health organization (WHO).
Furthermore, Cr(VI) is highly mobile in soil and aquatic system, and also is a strong oxidant
capable of being adsorbed by the skin[2]. Considering its toxic and carcinogenic nature, the
maximum levels permitted for trivalent chromium in wastewater and potable water are 5
mg/L and 0.05 mg/L respectively[3].
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Various methods have been used for treating wastewater containing Cr(VI), including
electro-chemical precipitation[4], ion exchange[5], membrane ultrafiltration[6], and reverse
osmosis[7]. The adsorption method is widely used for wastewater treatment because of its
convenient operation, its effectiveness and relatively low cost[8]. Activated carbon is the main
adsorbent material used in the adsorption process because of its high specific surface area,
which is normally in the range of 1000–1500 m2/g[9]. It has also been used as an adsorbent to
remove Cr(VI) from aqueous solutions [10].
However, high cost of activated carbon encourages using the low cost and/or waste
materials as adsorbent for various pollutant removals from aqueous environment[11]. It has
been reported that surface modification with suitable chemicals and impregnation techniques
not only increase adsorption capacity but also add selectivity to carbon[12].
The main objective of this paper was to correlate the adsorption performance of modified
activated carbon with the unmodified activated carbon. Moreover the work was carried out to
develop a cost effective process for Cr (VI) adsorption from their aqueous solutions.

2. Materials and methods
2.1 Chemicals and Adsorbent
All the chemicals used in this study were of analytical grade and were obtained from
Sigma-Aldrich.Com, UK. Granular Activated Carbon (GAC) was also obtained from the
same company. The Cr(VI) stock solution was prepared by dissolving 2.829 g K2Cr2O7 dried
at 378K for 2 h in a 1000 ml volumetric flask with deionized water to form a Cr(VI) stock
solution with a concentration of 1000 mg/L.

2.2 Preparation and Characterization of modified GAC
The GAC was washed several times with distilled water and dried in hot air oven at 383K
for 2 hours to remove moisture completely, cooled to room temperature and stored in
polybags. 50 grams of the dried material was treated with 120 ml of ferric chloride solution
FeCl3, sodium ethylene diamine tetra acetic acid Na2 EDTA and sliver nitrate AgNo3
containing 2.5% of Fe3+, Na+1 and Ag+1 respectively[13]. The pH of the solution was raised to
12 by the addition of 1N NaOH solution. High pH value for impregnation was considered for
generation of maximum surface charges on the surface of GAC impregnated with Fe3+ (GACFe3+), Na+1(GAC-Na+1) and Ag+1(GAC-Ag+1). The impregnation was carried out at 343K on a
water bath till the complete evaporation of water was observed and then it was dried at 383K
for 24 h. The dried material was washed with Millipore water till the washing liquid became
free from residuals iron as sodium and silver and then dried to constant weight. The Brunaur,
Emmett and Teller surface area (BET) and total pore volume of the adsorbent was calculated
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by physisorption surface analysis on surface area analyzer, model micrometrics chemisorb
2720. Fourier Transform Infrared Spectroscopy (FTIR, Nicolet 6700, USA) was employed to
determine the type of functional groups present on adsorbent’s surface before and after
modification.
2.3 Batch Experiments
Batch experiments for optimization of process parameters were carried out in 250 ml
round bottom flasks with working volume of 100 ml at 150 rpm in an incubator cum orbital
shaker (Heidolph, No.549-59000-0-0, Germany). All the experiments were carried out in
triplicates and average results were used. The range of various process parameters was varied
as adsorbent dose: 0.1-1.2 g, contact time: 30-360 min, pH: 2-6, temperature: 293K- 333K
and initial concentration of 50 mg/L. The suspensions were centrifuged and the supernatant
was then analyzed by a standard spectrophotometric method using a spectrophotometer
(Shemadzu, model UV-160 A) at the maximum wave absorbance of 540 nm. The percentage
of adsorption E and the adsorption capacity qe were calculated as:
E=

C o − C eq

qe =

Co

× 100%

VL (C o − C eq )
M

(1)

× 100%

(2)

Here Co and Ceq are the initial and equilibrium concentrations of Cr(VI) in mg/L,
respectively, VL is the volume of solution in liter and M is the mass of adsorbent in g.

2.4 Continuous adsorption Fixed- bed experiments
The fixed-bed breakthrough curve was measured by a continuous adsorption experiment.
An acrylic column of (50 mm) inner diameter and (0.5 m) height was packed with 100 g GAC
or MGAC as shown in Figure.(1). There was a distributor on the top of the column in order to
allow a homogeneous flow distribution. Porous organic plastic supports were used to hold the
carbons in the column. Cr(VI) initial concentration solution of 50 mg/L was pumped through
the carbon bed at the rate of 2.78×10-6 m3/s using a peristaltic pump (BT-100, China).
Effluent samples were taken at various times for Cr(VI) concentration analysis.
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Fig.(1) Photo and Schematic diagram of the experimental set up for
a continues process. process.

3. Results and Discussions
3.1 Surface Analysis
The basic characteristics of GAC and MGAC including particle size, surface area, pore
volume and bulk density are measured at the laboratories of (Petroleum Development and
Research Center, Baghdad) and listed in Table 1. As evident from the Table, surface area and
pore volume of GAC decreases after modified with FeCl3, Na2EDTA and AgNo3 solutions
respectively indicating occupation of pores on the surface of GAC with Fe3+, Na+1 and Ag+1
ions. Compared with the surface area of 610 m2/g for the GAC, the surface area of the MGAC
has decreased to be 380, 420 and 560 m2/g for (Fe+3-GAC), (Na+1-GAC) and (Ag+1-GAC)
respectively. The decrease in the surface area as mentioned above is mainly due to the
decrease in the micropore volume resulting from pore blockage by the surface oxide groups
existing in some of the micropores. However, the bulk density increased due to the increased
weight of adsorbents. Similar results have been reported by Liu etal., 2005 [14]. Thus, it is
expected that (Fe+3-GAC) will have more affinity to adsorb Cr(VI) compared with other types
of granular activated carbon.
Table 1 General Characteristics of GAC and MGAC.
Parameter
GAC
Fe+3-GAC
Na+1-GAC
Ag+1-GAC
Particle Size, mm
0.6
0.6
0.6
0.6
3
Bulk Density, kg/m
650
740
690
674
2
Surface Area, m /g
610
380
420
560
Total pore Volume, m3/g
0.213
0.032
0.102
0.176
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3.2 Fourier Transform Infrared Spectroscopy (FTIR) Studies
FTIR spectra of GAC and MGAC are shown in Figure 2. The spectra of the GAC and
MGAC samples were recorded between 4000 and 1000 cm−1 using a Nicolet 6700 FTIR.
Table 2 shows the main functional groups responsible for adsorption of chromium ion before
and after GAC modification. The results indicate that the bands groups shifted to lower
frequency (Transmission, T %). The bands of functional groups shifted to lower frequency
with a total amount of 17, 25.2, and 31.7% for Ag+1-GAC, Na+1-GAC and Fe+3-GAC
respectively. Therefore, the order of adsorption of Cr(VI) by GAC and MGAC will follow the
sequence: (Fe+3-GAC) > (Na+1-GAC) > (Ag+1-GAC). The main functional groups proposed
for the Cr(VI) are carboxylic, amino, alkane and others. Huang et al., 2009[15] studied the
adsorption processes of Cr(VI) from aqueous solution onto a granular activated carbon (GAC)
and modified activated carbon (MAC) with nitric acid. They found that, the modified
activated carbon appears to have more pronounced peaks for the MAC than GAC appearing at
1610, 1240 cm−1 are ascribed to the formation of, or to an increase in, the already available
oxygen functionalities (highly conjugated C=O stretching, C–O stretching in carboxylic
groups, and carboxylate moieties). These results also indicate that HNO3 treatment gave rise
to a greater increase in C=O phenol bonds in carboxylic acid and lactone groups[15].

(4)

1338

(2)

1406

1558

2765
2650

(1)

1705

3059.

1635

3418

(3)

Wavenumber cm-1

Fig.( 2) FTIR spectra of GAC (1) before, (2) after Ag+1-GAC, (3) after
Na+1-GAC and (4) after Fe+3-GAC modification.
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Table(2) Functional groups for GAC and MGAC.

Wave
number,
cm-1

Type of
bond

Functional
group

3418

-OH-

3059
2765

-OH-OH-

Carboxylic acid,
Amide, Amine
Carboxylic acid
Carboxylic acid

2650

-CH+

1705
1635
1558

T (%)
GAC

T (%)
T (%)
+1
Ag -GAC Na+1-GAC

T (%)
Fe+3-GAC

77

77.3

79

80.5

76
73

78
75

78
75

82
77.5

Alkane

72.7

77

77

77

-C=O
-CH+

Carboxylic acid
Alkane

74
77

76
78

77
80

79
82

-OH-

Carboxylic acid

73.7

76

77

75

1406
-OHCarboxylic acid
1338
-OH
Carboxylic acid
Summation of T, %
Difference in T, % after modification

73.5
75.4
672.3

76
76
689.3
17

77
77.5
697.5
25.2

75
76
704
31.7

3.3 Effect of the adsorbents dosage
The effect of the GAC and MGAC dosage on the adsorption was investigated in the
range of 0.1–1.2 g, while the initial concentration, contact time, pH value and temperature of
the Cr(VI) solution were fixed at 50 mg/L, 6 h, pH 5, and Temp.303K respectively. The result
is shown in Fig. 3. which shows that, the percentage of adsorption generally increased with an
increase in the GAC and MGAC up to a certain value, and then remained constant above a
dosage of 1.1, 0.9, 0.8, and 0.6 g for GAC, (Ag+1-GAC), (Na+1-GAC) and (Fe+3-GAC)
respectively.
This indicates that the surface modification of the GAC with the three chemical solutions
significantly improved the Cr(VI) removal capacity compared with the GAC with an optimum
dose of 1.1, 0.9, 0.8 and 0.6 for GAC, (Ag+1-GAC), (Na+1-GAC) and (Fe+3-GAC)
respectively. Removal efficiency increases from 21.13 to 62.37 % onto GAC as the mass
increases from 0.1 g to 1.1 g, 24.08 to 68.42 % as the mass increases from 0.1 to 0.9 g onto
(Ag+1-GAC), 34.08 to 76.58 % onto (Na+1-GAC) as the mass increases from 0.1 g to 0.8 g
and from 38.086 to 94.072% onto (Fe+3-GAC) as the mass increases from 0.1 g to 0.6 g. It is
clearly seen that, the removal efficiency increases as the adsorbent mass increases. With
increasing adsorbent dosage more surface area is available for adsorption. As the adsorbent
mass increases the number of binding sites for the ions also increases. After some point,
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sorption capacity was steady due to a screen effect between adsorbent, this produced a block
of the adsorbent active sites by an increase of chromium ions in the system. This results
agreed with that obtained by Ahmed, 2013 [16]. Therefore, The dose at which maximum
Cr(VI) removal was observed is considered as the optimum dose for further study.
100

Fe3+- GAC
Na+1- GAC
Ag+1- GAC
GAC

90
80

E (%)

70
60
50
40
30
20
10
0.0

0.2

0.4

0.6

0.8

1.0

1.2

1.4

Dose (g)

Fig. (3) Effect of GAC or MGAC dose on percentage
adsorption (pH=5, Co= 50 mg/L, contact time=6 h and
temperature= 303 K).

3.4 Effect of pH
Because Cr (VI) ions in aqueous solutions starts precipitating at pH > 6[17], the effect of
the solution pH on the adsorption behavior was investigated in the range 2.0–6.0, while the
initial concentration, contact time and temperature were fixed at 50 mg/L, 6 h and 303 K. The
results are shown in Figure.(4). Fig. The chromium adsorption onto the GAC and MGAC is
strongly pH dependent. The percentage of adsorption increases at lowe pH values from 2.0 to
5.0 for MAC. Then above pH of 5.0, the percentage of adsorption began to decrease. This
results suggest that the optimal pH of solution for adsorption of Cr(VI) should not exceed a
value of 5.0 below the precipitation pH (6). At a very low pH the metal uptake was less and
this is due to the fact that activated carbon surfaces are closely associated to H3O+ and access
of metal ions to adsorbate walls would be restricted as a result of repulsive forces. Metal
uptake were increased with pH variation from 3 to 5, this is due to more ligands with negative
charge being exposed with the subsequent increase in attraction sites to positively charged
metal ions. On the other hand, at a high values of pH (above 5), adsorption of the Cr(VI) ions
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decreased probably because of the metal precipitation as hydroxides which depend on the pH
and the ion concentration. Similar results has been found by Z. Al-Qodah, 2006[18].
100

Fe3+- GAC
Na+1- GAC
Ag+1- GAC
GAC

90

E (%)

80

70

60

50

40

30
1

2

3

4

5

6

7

pH

Fig. (4) Effect of pH on percentage adsorption (Co= 50
mg/L, contact time=6 hr and Temp.= 303K).

3.5

Effect of the temperature and the thermodynamic constants

Temperature is an important parameter in the context of adsorption on solid phase. In the
present case the effect of temperature on the extent of solute adsorption was investigated in
the range from 293-333 K. The results is shown in Figure.(5). As a whole, it is clearly
obvious that as the temperature increases the percentage removal at the same initial adsorbate
concentration decreases. This means that the rate of desorption was more significant than the
rate of adsorption, which implies that adsorption is an exothermic reaction, a well-known
scientific fact[19]. For this reason a temperature of 293K was applied in all further adsorption
experiments.
It is well known in the consideration of the thermodynamics of adsorption process
that the temperature has an indispensable effect on adsorption of metal ions. The wide
range of temperature variation causes a change in thermodynamic parameters like ΔGo, ΔHo
and ΔSo. The evaluation of these parameters facilitates the choice of the adsorption
mechanism approach. The data of removal percent due to changing temperature led to the
finding of these parameters. The standard Gibbs free energy (ΔGo), enthalpy (ΔHo), and
entropy (ΔSo) of the adsorption process can be measured from the following equations[20, 21]:
ΔGo = −RT lnKc
(3)
where KC is the equilibrium constant, R is the universal gas constant= 0.8314 kJ/mol.K
and T is the temperature in K.
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KC =

C o − C eq

(4)

C eq

Also, enthalpy changes (ΔH) and entropy changes (ΔS) can be estimated by the following
equation:

∆G o = ∆H o − ∆S oT

(5)

The free energy (ΔGo) variation indicates the degree of spontaneity of adsorption and the
higher negative value reflects a more energetic favorable adsorption[22]. Figure 6 shows the
thermodynamic constants of adsorption for Cr(VI) onto GAC and MGAC. The value of
enthalpy ΔH° was -3.694, -4.090, -4.656, and -6.485 kJ/mol for Cr(VI) onto GAC, (Ag+1GAC), (Na+1-GAC) and (Fe+3-GAC) respectively, suggested the physisorption and
exothermic nature of adsorption. This is also supported by the decrease in the values of
percentage adsorption of adsorbents with the rise in temperature[23]. The values of entropy
ΔS°, −0.012, −0.013, -0.014 and −0.019 J/mol K, reflect the affinity of Cr(VI) ions to be
adsorbed onto GAC, (Ag+1-GAC), (Na+1-GAC) and (Fe+3-GAC) respectively. As shown from
Fig. 6, the value of the free energy ΔG° increase with the increase in temperature indicates
that the adsorption process is exothermic, and it is thereby favored with decrease in
temperature, thus, the process is better carried out at low temperature[24].
It should be noted that ΔG values up to (20 kJ/mol) are consistent with electrostatic
interaction between adsorption sites and the metal ion (physical adsorption). While ΔG values
are more negative than (40 kJ/mol), then charge sharing or transfer from the adsorbent surface
to the metal ion to form a coordinate bond could take place (chemical adsorption)[25]. The
obtained ΔG values from this study for all adsorbents was less than 20 kJ/mole as shown from
Figure.(6), hence the physical adsorption has been predominated in the adsorption of Cr (VI)
ions on GAC and MGAC.
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Fig. (5) Effect of temperature on percentage adsorption
(Co= 50 mg/L, pH=5, contact time=6h).
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Fig. (6) Free energy change (ΔGo) for Cr (VI) adsorption
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3.6 Effect of the contact time
The effect of the contact time on the adsorption was investigated in the range from 30 to
360 min at optimum dosage, pH and temperature. The results are shown in Figure.(7).
Sufficient contact time is needed for the adsorption process to reach equilibrium for the
maximum Cr(VI) adsorption on GAC or MGAC. Figure.(7) indicated that the equilibrium
time for Cr(VI) adsorption on GAC and MGAC is about 330, 300, 240 and 210 min,
respectively. The equilibrium results also indicated that the surface modified (Fe3+-GAC) can
remove Cr(VI) more effectively from the solution compared with untreated GAC and with
Ag+1-GAC, Na+1-GAC. Hence 210 min appears to be the optimum contact time for Fe3+GAC. Ghosh, 2009 pretreated fresh activated carbon (AC) by heating with mineral acids
(sulfuric acid and nitric acid) at high temperature. The results showed that, removal of Cr(VI)
by acid modified adsorbents was almost ceased within 6 h (360 min) of agitation period,
whereas it took 8 h (480 min) by AC[26].
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Fig. (7) Effect of contact time on percentage adsorption (pH=5,
Co= 50 mg/L, and temperature= 293K).

3.7 Adsorption isotherm models
In order to determine the adsorption potential, an adsorption isotherm is essential. The
experimental data for Cr(VI) onto GAC and MGAC obtained with an initial Cr(VI)
concentration of 50 mg/L was correlated with the Langmuir and Freundlich isotherms. The
Langmuir isotherm is expressed as[27]:

qeq =

q

bCeq
1+ bCeq
max

(6)

The Freundlich isotherm is expressed as:
qeq = K F C eq1/ n

(7)

Here qe (mg/g) is the amount of adsorbed Cr(VI) per gram of GAC or MGAC and Ceq
(mg/L) is the equilibrium concentration of Cr(VI) in the bulk of the solution. qmax (mg/g) is
the maximum adsorption capacity and b (L/mg) is the Langmuir equilibrium constant related
to affinity between adsorbent and adsorbate. For the Freundlich model, KF (mg/g)(L/mg)1/n is
the constant related to adsorption capacity of the adsorbent and n is the exponent related to
adsorption intensity. The adsorption isotherm for Cr(VI) onto GAC and MGAC is shown in
Figure.(8). The parameters for each model obtained from nonlinear statistical fit of the
equation to the experimental data (Statistica, v6) are summarized in Table 3.
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Fig.( 8) Adsorption isotherms of Cr(VI) onto GAC and
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Table 3 Langmuir and Freundlich isotherm constants.

Type of carbon
GAC
Ag+1-GAC
Na+1-GAC
Fe3+-GAC

Langmuir isotherm
qmax
b
R2
11.082 0.109
0.996
14.214 0.132
0.998
25.842 0.145
0.997
35.461 0.217
0.992

Freundlich isotherm
KF
n
R2
9.783
0.1000
0.957
12.175 0.1683
0.969
16.043 0.9754
0.982
27.033 1.3448
0.975

Table 3 shows that, the Langmuir isotherm model better fits the experimental data
compared with the Freundlich isotherm for both GAC and MGAC. The maximum adsorption
capacity (qm) for Cr (IV) obtained from the Langmuir isotherm follow the sequence as: (Fe3+GAC) > (Na+1-GAC) > (Ag+1-GAC) > GAC. This means that Fe3+-GAC has the highest
affinity order for adsorbed Cr(VI), while ordinary GAC has the least affinity towards
chromium ions.
The Langmuir isotherm is valid for monolayer sorption onto a surface containing a finite
number of identical sites. The model assumes uniform energies of sorption onto the surface
and no transmigration of the sorbate over surface. The Langmuir model has been employed
successfully in many real sorption processes. Satapathy and Natarajan, 2006 used Langmuir
and Freundlich models to describe the adsorption of nickel ions using activated carbon
modified with Potassium bromate. They found that, Langmuir model fit very well with the

90

Journal of Engineering and Development, Vol. 18, No.1, January 2014, ISSN 1813- 7822
experimental data with determination coefficient R2 of 0.9766 and 0.9927 for normal and
modified activated carbon respectively[28].

3.8 Fixed-bed breakthrough curve
The fixed-bed breakthrough curve was obtained by a continuous adsorption experiment.
The adsorption process was carried out according to the method described in Section 2.4. It
can be seen from Fig. 9 that all Cr(VI) were initially retained in the fixed- bed because of full
adsorption (no Cr(VI) in the effluent). With greater Cr(VI) solution flow through the bed, the
Cr(VI) concentration in the effluent increases steadily until it reaches the same value as its
inlet concentration (Co), the so-called breakthrough point, when the fixed-bed is saturated.
The measured breakthrough times for GAC and (Ag+1-GAC), (Na+1-GAC) are 10, 30, 40 and
60 min, respectively. These results proved that those obtained in batch system where (Fe3+GAC) is adsorbed Cr(VI) more strongly than other types of granular activated carbon.
The bed-depth service-time model is used to estimate the required bed depth for a given
service-time. The BDST model can be expressed as below[29]:
N

C

t b = C ou Z − C1K ln( C i − 1)
i
i
b

(7)

where Cb is the solute concentration in the effluent of the column at breakthrough (at 10%
breakthrough point , i.e. tb at Cb=5 mg/L), Ci is the solute concentration in the effluent to the
column (50 mg/L), No is the adsorption capacity, Z is the bed height (0.05 m), u is the
superficial velocity (3.37×10-7 m/sec) and K is the rate constant which represents the solute
transfer from the liquid phase to the solid phase. The parameters No and K for BDST model
were obtained from nonlinear statistical fit of the equation to the experimental data (Statistica,
v6) which are summarized in Table 4. The R2 value mostly close to unity indicating the
suitability of the BDST model to represent the adsorption of Cr(VI) in a fixed-bed of GAC
and MGAC. The adsorption capacity No as shown in Table 4 for MGAC is higher than that
for GAC. This result proved the results obtained in batch system for maximum adsorption
capacity (qm). This models has been used successfully by other researchers to estimate the
required depth for a specific adsorption time[29, 30].
Table( 4) parameters predicted from the BDST model for adsorption of Cr(VI)
on GAC and MGAC.
Type of carbon
No, mg/L
K, L/mg.min
R2
GAC
153.5
0.00022
0.981
+1
Ag -GAC
156
0.00045
0.992
+1
Na -GAC
164
0.00085
0.978
3+
Fe -GAC
190
0.00105
0.987
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Fig. (9) Fixed- bed breakthrough curve for GAC and
MGAC.

4. Conclusions
Adsorption using modified activated carbon case an increase in the removal efficiency of
chromium ions from simulated wastewater, it's also decreases the contact time required for
maximum adsorption. A decrease in optimum adsorbent dose required for maximum removal
of chromium was also observed. Among the four grades of adsorbents, viz., GAC, (Ag+1GAC), (Na+1-GAC) and (Fe+3-GAC), Fe+3 modified granular activated carbon achieved
significantly better degree and rate of removal of Cr(VI). FeCl3-impregnated GAC reduced
the adsorbent dosage from 1.1 g to 0.6 g , reduced the equilibrium time from 330 min to 210
min, and increased removal efficiency from 62.37 % to 94.072% and 64.35% to 95.23% for
both cases respectively. Optimum pH and temperature were found to be 5 and 293K
respectively.
Application of thermodynamic model to the data obtained by temperature studies
revealed that adsorption of Cr(VI) on GAC and MGAC was spontaneous and physical in
nature.
It was found that, the Langmuir isotherm model correlated the experimental data better
than the Freundlich isotherm. Maximum adsorption capacity (qmax) of the GAC and MGAC
calculated from Langmuir isotherm are 11.082, 14.214, 25.842 and 35.461 mg/g, for GAC,
Ag+1-GAC, Na+1-GAC and Fe+3-GAC respectively. Experimental data, after adsorption
column study, fits well to linear form of BDST model. The equation can be modified to make
suitable for a different flow rate and effluent Cr(VI) concentration.

92

Journal of Engineering and Development, Vol. 18, No.1, January 2014, ISSN 1813- 7822

References
1. T. Okuda, I. Sugano, T. Tsuji, Removal of heavy metals from wastewater by ferrite
co-precipitation, Filtration and Separation, Vol. 12, pp. 475–476, 1975.
2. I.B. Singh, D.R. Singh, Cr(VI) removal in acidic aqueous solution using iron-bearing
industrial solid wastes and their stabilization with cement, Environmental
Technology, Vol. 23, pp. 85–95, 2002.
3. F.N. Acar, E. Malkoc, The removal of chromium(VI) from aqueous solutions by
Fagus orientalis L., Bioresource Technology, Vol. 94, pp. 13–15, 2004.
4. N. Meunier, P. Drogui, C. Montane, R. Hausler, G. Mercier, J. Blais, Comparison
between electrocoagulation and chemical precipitation formetals removal from
acidic soil leachate, J. Hazard. Mater., Vol. 137, pp. 581–590, 2006.
5. S. Rengaraj, K.H. Yeon, S.H. Moon, Removal of chromium from water and
wastewater by ion exchange resins, Hazard. Mater. B, Vol. 87, pp. 273–287, 2001.
6. P. Suksabye, A. Nakajima, P. Thiravetyan, Y. Baba,W. Nakbanpote,Mechanism of
Cr (VI) adsorption by coir pith studied by ESR and adsorption kinetic, J. Hazard.
Mater., Vol. 161, pp. 1103–1108, 2009.
7. F.Wang, Z. Xie, L. Xie, Preparation of polyamide microcapsules and their
application in treating industrialwastewater containing Cr6+, Chem. Res., Vol. 13,
pp. 36–38, 2002.
8. K. Selvi, S. Pattabhi, K. Kadirvelu, Removal of Cr (VI) from aqueous solution by
adsorption onto activated carbon, Bioresour. Technol., Vol. 80, pp. 87–89, 2001.
9. A. Swiatkowski, Industrial carbon adsorbents, Adsorpt. Appl. Ind. Environ. Prot.,
120, pp. 69–94, 1998.
10. Z.R. Yue, S.E. Bender, J.W. Wang, J. Economy, Removal of chromium Cr (VI) by
low-cost chemically activated carbon materials from water, J. Hazard. Mater., Vol.
166 (1), pp. 74–78, 2009.
11. N.K. Lazaridis, D.D. Asouhidou, Kinetics of sorptive removal of chromium(VI) from
aqueous solutions by calcined Mg–Al–CO3 hydrotalcite, Water Research, Vol. 37
2875–2882, 2003.
12. R. Leyva Ramos, J. Ovalle-Turrubiatres, M.A. Sanchez-Castillo, Adsorption of
fluoride from aqueous solution on aluminium-impregnated carbon, Carbon, Vol. 37,
pp. 609–617, 1999.
13. P. Mondal, C.B. Majumder, and B. Mohanty, Effects of adsorbent dose, its particle
size and initial arsenic concentration on the removal of arsenic, iron and manganese
from simulated ground water by FeCl3 impregnated activated carbon, J. Hazard.
Mater., Vol. 150, pp. 695–702, 2008.
14. S.X. Liu, X.Y. Chen, X. Chen, C.L. Sun, Effect of acid-base two steps surface
modification on the adsorption of Cr (VI) onto activated carbon, Environ. Sci., Vol.
26 (6), pp. 89–93, 2005.

93

Journal of Engineering and Development, Vol. 18, No.1, January 2014, ISSN 1813- 7822
15. G. Huang, J. X. Shi and T. A.G. Langrish, Removal of Cr(VI) from aqueous solution
using activated carbon modified with nitric acid, Chemical Engineering Journal,
Vol. 152, pp. 434–439, 2009.
16. H. A. Ahmed, Comparative study on removal of cadmium(II) from simulated
wastewater by adsorption onto GAC, DB, and PR, Desalination and Water
Treatment J., pp. 1-12, 2013.
17. K. Mohanty, M. Jha, B.C. Meikap and M.N. Biswas, Removal of chromium (VI)
from dilute aqueous solutions by activated carbon developed from Terminalia arjuna
nuts activated whit zinc chloride, Chem. Eng. Sci., Vol. 60, pp. 3049–3059, 2005.
18. Z. Al-Qodah, Biosorption of heavy metal ions from aqueous solutions by activated
sludge, Desalination journal, Vol. 196, pp. 164–176, 2006.
19. Sag, Y. and T. Kutsal, Determination of the biosorption heats of heavy metal ions on
Zoogloea and Rhizopus arrhizus. Biochem. Eng. J., Vol. 6, pp. 145-151, 2000.
20. J. Zolgharnein, N. Asanjarani and S. N. Mousavi, Optimization and
Characterization of Tl(I) Adsorption onto Modified Ulmus carpinifolia Tree Leaves,
CLEAN-Soil, Air, Water. Vol. 9(3), pp. 250-258, 2011.
21. H. Tang, W. Zhou and L. Zhang, Adsorption isotherms and kinetics studies of
malachite green on chitin hydrogels, J. Hazard. Mater., pp. 218– 225, 2012.
22. Y. Liu and Y-J. Liu, Biosorption isotherms, kinetics and thermodynamics-Review,
Sep. Purif. Technol., Vol. 61, pp. 229-242, 2008.
23. B. Zubeyde, C. Ercan and D. Mehmet, Equilibrium and thermodynamic studies on
biosorption of Pb(II) onto Candida albicans biomass. J Hazard Mater, Vol. 161, pp.
62–67, 2009.
24. A.H. Sulaymon and K.W. Ahmed, Competitive adsorption of furfural and phenolic
compounds onto activated carbon in fixed bed column. Environ Sci Technol, Vol.
42(2), pp. 392–397, 2008.
25. I. Kiran, T. Akar, A. S. Ozcan, A. Ozcan, , and S. Tunali, Biosorption kinetics and
isotherm studies of Acid Red 57 by dried Cephalosporium aphidicola cells from
aqueous solutions, Biochem. Eng. J., Vol.31, pp. 197-203, 2006.
26. P. K. Ghosh, Hexavalent chromium [Cr(VI)] removal by acid modified waste
activated carbons, Journal of Hazardous Materials, Vol. 171, pp.116–122, 2009.
27. L. Khezami and R. Capart, Removal of chromium (VI) from aqueous solution by
activated carbons: Kinetic and equilibrium studies, J. Hazard. Mater., Vol. 123,
pp.223–231, 2005.
28. D. Satapathy and G. S. Natarajan, Potassium bromate modification of the granular
activated carbon and its effect on nickel adsorption, Adsorption, Vol. 12, pp.147–154,
2006.
29. H. Muhamad, H. Doan and A. Lohi, Batch and fixed bed column biosorption of Cd+2
and Cu2+, chemical engineering journal, Vol. 158, pp.369-377, 2012.
30. Y.S. Al-Degs, M.A.M. Khraisheh, S.J. Allen, M.N. Ahmad, Adsorption
characteristics of reactive dyes in columns of activated carbon, Journal of Hazardous
Materials, Vol. 165, pp. 944–949, 2009.
94

